NOTES:
CLEAN & PAINT VALVE CAN LIDS
HYDRANT - RED

WATER MAIN WATER MAIN - BLUE
| JOM 432 AL STANDARD THRUST BLOCK
STANLESS STEEL TAPPING N

SLEEVE OR APPROVED EQUAL.

ANCHOR BLOCK —

2'X2) (IF HYDRANT (S INSTALLED IN PARKWAY,
ANCHOR BLOCK MUST EXTEND FROM CURB
PLAN TO EDGE OF SIDEWALK.)

HYDRANT TO BE 2 PART ASSEMPLY
OR APPROVED EQUAL. JONES J-3785R.

8 MIN - 12 MAX |
!

PLASTIC COATED 14 GAUGE COPPER TRACER WIRE TOBE :
INSTALLED ON TOP OF PVC AND WRAPPED WITH 10 MIL 11/2" PENTAGON

2" PIPE, W_RAP 2 TIMES AROUND P¥PE EVERY &', TRACER OPERATING NUTS
WIRE SHALL BE TERMINATED AND WRAPPED ARCUND & CAP NUTS
BOLT AT BOTTOM OF BURY FLANGE.
" 6" SPOOL
VALVE BOX CURB & - Nl Z
ANCHOR BLOCK GUTTER i - N E
PAVEMENT \ _{
i \\ < T / - __JI = N*'In. ‘
j L . T~ GRADE
e L——‘.—.—_——' ““““ su MiN
VALVE BOX -~ 8" FLG.X M., \ 4" MAX
RW, GATE VALVE Qs{gg’?ﬂ 1 PIECE
MUELLER A-2380 OR EQUAL. 1 THICK CAST {RON
—3 — T BURY

o

7 \ X ROMAC GRIP-RING —
ROMAC GRiP-RING 5" PV.C PIPE 6" GRAP-IP 6" M.J.

! JOINT
8" GRAP-IP ¢ ASS 180 C-900
THURST BLOCK

THRUST BLOCK
PER STD.PLAN PROFILE
NO.402 —_—
NOTES:

1. MINIMUM DISTANCE BETWEEN HYDRANT AND DRIVEWAY TOP OF "X = 4'
2. HYDRANT INSTALLATION SHALL BE PER STANDARD WATER NOTES
3. THRUST BLOCKS SHALL BE 5-B-2000
4 MINIMUM VALVE OPENING 5 1/4”
5. EXISTING SIDEWALK SHALL BE SAWCUT ALONG SCORE LINES AND REPLAGED

AS AEQUIRED BY HYDRANT INSTALLATICN

WHERE SIDEWALK S LESS THAN &' WIDE, HYDRANT SHALL BE INSTALLED

AS DIRECTED BY CITY ENGINEER

7. INSTALL HCLLOW SHEAR BOLTS ON TOP & BOTTOM FLANGES OF

SPOOL. ON HYDRANT NUTS UP-FILL BOLTS WITH GREASE

INSTALL VALVE MARKER & ARROW & RAISED BLUE MARKER PER STD # 417

8. FIRE HYDRANT SHALL BE INSTALLED PRE-PAINTED FROM MANUFACTUROR, WITH COLOR:
LS 345 SAFETY YELLOW. ANY NECESSARY TOUCH UP SHALL BE OF SAME CCLOR AT
END OF CONSTRUCTION

o

&
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